APPENDIX A
UTAH WEIGHT TABLE
BRIDGE TABLE-B EXTENDED
BASED ON WEIGHT FORMULA W = 500(L N/(N-1)+12N+36)

DISTANCE IN FEET BETWEEN MAXIMUM LOAD IN POUNDS CARRIED ON ANY

THE EXTREMES OF ANY GROUP GROUP OF 2 OR MORE CONSECUTIVE AXLES.

OF 2 OR MORE

(N) 2Axles 3 Axles 4 Axles 5 Axles 6 Axles 7 Axles 8 Axles 9 Axles 10 Axles 11 Axles 12 Axles 13 Axles
(L)

4 34,000 I I I I I I I I I I I
5 34,000 I I I I I I I I I I I
6 34,000 I I I I I I I I I I I
7 34,000 | | | ALL COMBINATIONS OF VEHICLES WITH GROSS | |
8 34,000 34,000 | | | VEHICLE WEIGHTS IN EXCESS OF 80,000 POUNDS MUST |
9 39,000 42,500 | | | BE IN COMPLIANCE WITH THE UTAH WEIGHT TABLE AND WILL |
10 40,000 43,500 | | | REQUIRE AN OVERWEIGHT PERMIT| | | |
11 44,000 I I I I I I I I I
12 | 45,000 50,000 | | | | | | | | |
13 | 45,500 50,500 | | | | | | | |
14 | 46,500 51,500 | | | | | | | |
15 | 47,000 52,000 | | | | | | | |
16 | 48,000 52,500 58,000 | | | | |
17 | 48,500 53,500 58,500 | | | AXLE GROUPS IN THESE | |
18 | 49,500 54,000 59,000 | | | SPACINGS ARE IMPRACTICAL | |
19 | 50,000 54,500 60,000 | | | |
20 | 51,000 55,500 60,500 66,000 | | | | | | |
21 | 51,500 56,000 61,000 66,500 | | | | | | |
22 | 52,500 56,500 61,500 67,000 | | | | | | |
23 | 53,000 57,500 62,500 68,000 | | | | | |
24 | 54,000 58,000 63,000 68,500 74,000 79,500 | | | | |
25 | 54,500 58,500 63,500 69,000 74,500 80,500 | | | | |
26 | 55,500 59,500 64,000 69,500 75,000 81,000 | | | | |
27 | 56,000 60,000 65,000 70,000 75,500 81,500 | | | | |
28 | 57,000 60,500 65,500 71,000 76,500 82,000 | | | | |
29 | 57,500 61,500 66,000 71,500 77,000 82,500 | | | | |
30 | 58,500 62,000 66,500 72,000 77,500 83,000 | | | | |
31 | 59,000 62,500 67,500 72,500 78,000 83,500 | | | |
32 | 60,000 63,500 68,000 73,000 78,500 84,000 90,000 | | | |
33 | 64,000 68,500 74,000 79,000 85,000 90,500 | | | |
34 | | 64,500 69,000 74,500 80,000 85,500 91,000 | | | |
35 | | 65,500 70,000 75,000 80,500 86,000 91,500 | | |
36 | | 68,000 70,500 75,500 81,000 86,500 92,000 98,000 | | |
37 | | 68,000 71,000 76,000 81,500 87,000 93,000 98,500 | | |
38 | | 68,000 71,500 77,000 82,000 87,500 93,500 99,000 | | |
39 | | 68,000 72,500 77,500 82,500 88,500 94,000 99,500 | | |
40 | | 68,500 73,000 78,000 83,500 89,000 94,500 100,000 106,000 | |
41 | | 69,500 73,500 78,500 84,000 89,500 95,000 101,000 106,500 | |
42 | | 70,000 74,000 79,000 84,500 90,000 95,500 101,500 107,000 | |
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APPENDIX A (continued)
Bridge Table B-Extended
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The permissible loads are computed to the nearest 500 pounds. The maximum load on any single axle is 20,000 pounds and 34,000 pounds an a tandem axle



